
Heavy-Duty Lubricant

�Nondrying,�oily�film�for�long�lasting�
lubrication

Loosens�rusted�and�frozen�parts

�Protects�against�corrosion�on�steel�
parts�indoors�for�up�to�one�year

Displaces�moisture

�Excellent�protection�for�hand/�
machine�tools

�Does�not�contain�chlorinated�solvents�
or�silicones

Nonconductive

Safe�on�most�surfaces

�Accepted�by�the�Canadian�Food��
Inspection�Agency�-�Category�n1

Inverta�Spray�Valve
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Features

Bearings�&�Valves
Cables�&�Linkages
Dies,�Bits�&�Fasteners

•
•
•

Engines�&�Electric�Motors
Metal�Parts
Parts�in�Storage

•
•
•

Production�Equipment
Pulleys�&�Rollers
Slides�&�Tracks

•
•
•

applications

Net�Fill� Part�No.
� 11�oz.�(312�grams)�aerosol� 00216
� 1� gal.��(3.78�liters)� 02128
� 5� gal.��(18.93�liters)� 00205
� 55� gal.��(208�liters)� 00255
� 20�fl.oz�(591�ml)�trigger�spray� 00222

packages
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Category�Code�H2�

Registration�No.:�

#�129026�Aerosol

#�059848�Bulk

qua�lified�to:� AirBus:�TN�A�007.10138��
Section�10.3.1��•��Lockheed�G39.04

Con�forms�to:�Pratt�&�Whitney�Canada�
CPMC79256�rev.�C��•��Mil-C-16173D�
Grade�3��•��Mil-C-81309D�Type�III

Appearance/Physical�State:�

� Clear�brown�liquid
Dielectric�Strength�(ASTM�D-877):

� 33�kv

Flash�Point�(TCC):

� 175°F�(79°C)�

HMIS:

� 1,�2,�0

Pour�Point:

� -�35°F�(-�37°C)

Propellant:

� Carbon�Dioxide

Specific�Gravity�(water=1):

� 0.82�–�0.86

properties

LPS 2 ®


